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Noritz has been an innovator in the water heating industry for over 
70 years. We introduced the fi rst modern, electronically controlled 
tankless water heaters in 1981 and we remain the leader in energy 
savings and superior hot water delivery today.

Serving both homeowners & commercial users across the U.S. 
and Canada, Noritz America offers a broad range of tankless gas 
water heaters to meet the varying needs of its broad spectrum of 
customers.

Over 50 years 
in the fi eld of 
tankless water heating
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Hybrid Hot Series by Noritz®

Product Number
NHH199100-1-NG  

NHH199100-1-LP

Installation Location Indoor

Working Pressure Water 15 - 150 psi

Gas NG: 3.5 - 10.5”
LP: 8.0 - 14.0”

Connection Size Cold Water NPT 1-1/2”

Hot Water NPT 1-1/2”

Return (Recirc) NPT 3/4”

Gas NPT 3/4”

Vent Type DV / SV

Size 2” / 3”

Max Length 2”: 65’ / 3”: 150’

Common Vent Yes (Up to 6 Units)

Dimensions H: 67 3/4”

W: 28”
D: 43.5”

Weight 544 lbs.

Power Supply 120 VAC (60Hz)

Tank Capacity 119 Gallons (Cement Lined)

Tankless Capacity 18,000 - 199,900 BTUh

Temperature Setting 100 - 185ºF (37 - 85º C)

Approved Gas Types Natural Gas or Propane

Effi  ciency 0.96 UEF

98% Thermal Effi  ciency

First Hour Rating 317 GPH

Product 
Number

Approx. 
Tank 
Capacity

Max Input
(Btu/hr)

GPH (LPH) vs Temperature Rise

30ºF 40ºF 50ºF 60ºF 70ºF 80ºF 90ºF 100ºF 110ºF 120ºF 130ºF 140ºF

NHH199100 119 Gal 199,900 780 585 468 390 334 292 260 234 213 195 180 167

With an endless supply of hot water, lower 
pressure drop, and no limitation of hot water 
fl ow rate, the Hybrid Hot Series by Noritz®

combines features of both technologies to 
provide the most reliable hot water delivery 
system to date for commercial applications.

The Best of Tank and Tankless

The Hybrid Hot offers the best BTU possible 
at the quickest rate, providing businesses 
with energy savings and more. Thanks to its 
larger pump, hot water recovery speed with 
the Hybrid Hot is faster than other tank and 
tankless combinations.

Faster Hot Water Recovery

With no anode rod and a greater warranty than 
other tanks on the market, our tank also features 
cement lining for superior corrosion resistance.

Cement Lining

If your tank suddenly runs out of hot water, no 
need to worry. The Hybrid Hot Series by Noritz® 

can continue to provide hot water using the 
paired NCC199CDV tankless even after your 
stored supply is depleted*.

Continuous Hot Water Delivery

*Hot water capabilities are limited

The Hybrid Hot Series by Noritz offers an 
industry leading 10 year warranty for both the 
tank and tankless, bringing peace of mind to 
business owners.

10 Year Tank + Tankless Warranty
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Model NRCR92DV NRCR111DV

GQ Reference Number GQ-C2660WXQ-FF US GQ-C3260WXQ-FF US

BTU Input Range 18,000 - 165,000 18,000 - 199,900

Min / Max Flow Rate 0.5 GPM - 9.2 GPM 0.5 GPM - 11.1 GPM

Flow Rate 
at ∆T

30°F 9.2 GPM 11.1 GPM

45°F 7.1 GPM 8.7 GPM

80°F 4.0 GPM 4.9 GPM

Dimensions 27” (Height) x 18.5” (Width) x 14.1” (Depth)

Weight 73 lbs.

Connection 
Sizes

Water Inlet 3/4”

Hot Water Inlet 3/4”

Gas Inlet 3/4” (1/2” up to 60ft.) 3/4” (1/2” up to 40 ft.)

Condensing Drain 1/2” Threaded

Freeze Protection Yes, pump circulation + resistance heat

UEF 0.95 0.96

Warranty 15 Year Warranty on Heat Exchanger, 
5 year warranty on parts & 1 year reasonable labor

Temp 
Settings

°F Mode 100-140° (In 5° Intervals) (9 Options)

°C Mode
37-48°C (In 1°C Intervals),

50-60°C (In 5° Intervals) (15 Opt
ions)

Recirc Lengths 200 feet (1/2”) / 500 feet (3/4”)

Venting Lengths 2” PVC (65 feet), 3” PVC (150 feet) 
or Flex Vent (35 feet)

Wifi  Compatible Yes
6 Noritz America

Industry Leading
Warranty
The NRCR features a 15
year warranty on its heat
exchangers, which is one of the 
best warranties on a tankless with 
an integrated pump.

An industry fi rst, the NRCR’s 
revolutionary burner control 
eliminates issues with high 
incoming water temperature in the 
summer by reducing effective BTU 
output to less than 5 KBTU.

Steady 
BTU Mode

Integrated
Recirculation Pump
Built with an integrated pump allowing 
a 1/2” loop with a length of up to 
200 feet (or 3/4” up to 500 feet), the 
longest in the industry.

The NRCR helps reduce harmful 
emissions by featuring some 
of the best UEF ratings in the 
tankless market.

Best-In-Class
Effi  ciency

Re-engineered 
Heat Exchanger
The NRCR’s heat exchangers 
are composed of high quality 
stainless steel and designed 
for easier serviceability.
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Featured modes 
and accessories
Equipped with a variety of customizable modes, the Noritz NRCR helps you simplify and 
personalize your home’s hot water usage.

BURNER OFF

BURNER ON BURNER ON

BURNER OFF

Scan your phone here to 
watch our SBTU Mode 
explainer video

NWC-ADAPTER and 
Noritz Connect App

Now Available - Wifi  Connectivity

Wifi  connectivity is now available for the 
NRCR using the NWC-ADAPTER accessory, 
allowing full control of temperature, 
timers, and more when paired with your 
smartphone and the Noritz Connect app.
Item# NWC-ADAPTER
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Model EZ98DV EZ111DV

GQ Reference Number GQ-C2860WX-FF US GQ-C3260WX-FF US

Min./Max. BTUh 18,000 - 180,000 18,000 - 199,900

Min/Max Flow Rate 0.5 GPM / 9.8 GPM 0.5 GPM / 11.1 GPM

Dimensions (Inches) 27” (Height) x 18.5” (Width) x 14.1” (Depth)

Weight (lbs) 70 lbs. 70 lbs.

UEF 0.96 0.96

Max. Hot Water Capacity 35°F Rise: 9.8 GPM 35°F Rise: 11.1 GPM

Connection 
Sizes

Water Inlet 3/4” 3/4”

Hot Water Outlet 3/4” 3/4”

Gas Inlet 
(1/2 in. Capable)

3/4” 
(1/2 in. up to 50 ft.)

3/4” 
(1/2 in. up to 40 ft.)

Temp. Settings
100-140°F 

(In 5° intervals)
100-140°F 

(In 5° intervals)

Default Temp. Option 120, 125, 130, 140ºF 120, 125, 130, 140ºF

Warranty
25 Year Heat Exchanger, 

5 year warranty on parts & 1 year reasonable labor

Ultra Low NOx Yes

Quick Connect Yes

Remote Included Yes

Wifi  Compatible Yes

High Altitude Approved Up to 10,000 ft.

Mobile Home Approved Yes (OD or DV Install Only) Yes (OD or DV Install Only)

PVC 2" or 3"

Energy Star Yes

Pump Kit Compatible Yes

Top mounted connections allow 
for previous water lines to be 
reconnected faster.

Top Mounted
Water Connections

New Steady 
BTU Mode
SBTU mode eliminates issues with high 
incoming water temperature in the 
summer by reducing effective BTU output 
to less than 5 KBTU, preventing water 
temperature fl uctuations while keeping 
your tankless running effi ciently. 

Featuring greater resistance to corrosion 
and buildup, keeping your system 
running for years to come.

Dual High Grade 
Stainless Steel
Heat Exchangers

Combined with the Noritz Connect app, 
users have control of all heater functions 
and diagnostic tools.

Wireless 
Capability
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Outdoor Vent Cap

VC-6-1

Outdoor Installation

2” SV Conversion Kit

SV-CK-2-1

Single Vent C O N N E C T

35 Ft. 
Flex Vent Included

EZ2-DK-2 (35')
Optional
Accessory
Optional Diffuser Kit
(For use if keeping 
existing rain cap)

Optional
Accessory
Optional Diffuser Kit
(For use if keeping 
existing rain cap)

EZ2-DK-1 (25')
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Vents Through Existing, Round 3” Or 4” B-Vent

2” Flex PVC, 2" Flex, OD or SV Convertible

Model EZTR40 EZTR50 EZTR75

GQ Reference Number NRC663-FSV EGQ-C2860WX-FF US EGQ-C3260WX-FF US

Vent Type Flex Vent Convertible Vent  Convertible Vent

Dimensions (inches) 27.2 x 18.3 x 9.4 27.0 x 18.5 x 14.1 27.0 x 18.5 x 14.1

Weight (lbs) 50 lbs. 70 lbs. 70 lbs. 

Min. / Max. BTUh 15,000 - 120,000 18,000 - 180,000 18,000 - 199,900

UEF 0.87 0.96 0.96

Max. Hot Water Capacity 6.6 GPM 9.8 GPM 11.1 GPM

Water Inlet 3/4”

Hot Water Outlet 3/4”

Gas Inlet (1/2 in. capable) 1/2” (1/2 in. up to 100 ft.) 3/4” (1/2 in. up to 50 ft.) 3/4” (1/2 in. up to 40 ft.)

Temp. Settings 115 - 140°F (In 5° Intervals) 100-140°F (In 5° intervals)

Warranty
12 year warranty on heat 

exchanger, 5 year warranty on 
parts, & 1 year reasonable labor

INDUSTRY LEADING 25 YEAR HEAT EXCHANGER WARRANTY
5 year warranty on parts & 1 year reasonable labor

Ultra Low NOx Yes

Quick Connect No Yes

Remote Included Digital Display Yes

Min. / Max. Flow Rate 0.5 GPM / 6.6 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 11.1 GPM

High Altitude Approved Up to 3,500 ft. Up to 10,000 ft.

Indoor / Outdoor Indoor Only Indoor / Outdoor

Wifi  Compatible Yes

Pump Kit Compatible No Yes

EZTR / EZ Series Options

Bundle Yes Yes (Model EZTR50) Yes (Model EZTR75)

Sold Separately No Yes (Model EZ98) Yes (Model EZ111)



Model NRCB180DV NRCB199DV

GQ Reference Number GHQ-C2801WX-FF US  GHQ-C3201WX-FF US

Gas Input Rate 
(Domestic Hot 
Water Mode)

Max 180,000 BTUh 199,900 BTUh

Min 18,000 BTUh 18,000 BTUh

Gas Input 
(Heating Mode)

Max 100,000 BTUh 120,000 BTUh

Min 18,000 BTUh 18,000 BTUh

Hot Water 
Capacity 
Flow Rate

35° F Rise 9.8 GPM 11.1 GPM

45°F Rise 7.5 GPM 8.4 GPM

80°F Rise 4.3 GPM 4.7 GPM

Installation Indoor / Outdoor with VCK-NRCB (sold separately)

Flue System Sealed Combustion Direct Vent, Single Vent

Gas Pressure
NG 3.5” WC-10.5” WC

LP 8.0” WC-14.0” WC

Heat Exchanger

Primary SS316L (Austenite)

Secondary SS316L (Austenite)

Plate Type Heat  
Exchanger

SCR (Austenite)*
*Stress Corrosion Resistant

DHW Heating Priority Simultaneous Heating and Domestic Capable

AFUE 95%

The NRCB’s Premix Burner help 
eliminate harmful emissions into 
the environment.

Ultra Low Emissions
By Premix Burner

Made with high quality stainless 
steel, these main components are 
built to last and bring you years of 
heating and hot water.

All Stainless Steel
Heat Exchangers 
(3 Total)

High delivery capacity ensures your 
home is never without hot water again.

High Delivering 
Capacity Of DHW 
(Max 199k / 180k BTUh)

Prevent temperature spikes with 
our built-in stability and quick 
temp control.

Stability And Quick 
Temperature Control Of 
DHW And Heating

1Dependent on heating and DHW temperatures
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The right materials for the right 
situation. The NCC199CDV utilizes 
2 types of stainless steel: High 
temperature for the primary and 
corrosion resistant for the secondary.

Dual High Grade Stainless 
Steel Heat Exchangers

The Noritz NCC199CDV is backed with 
a 10 year heat exchanger warranty. 
Visit NORITZ.COM/CDVWARRANTY for 
more details .

10 Year Heat 
Exchanger Warranty

Provides scalability of up to 6 heaters 
on a single venting system without the 
need for an external non-return valve.

New Common 
Vent Capability

Offers fl exible venting options for 
vertical or horizontal termination with 
PVC, CPVC, or PP venting, as well as 
outdoor installations with OD vent cap.  
Ability to vent up to 65’ with 2” and 
150’ with 3” materials.

2” Vent Connections

Produces only 14 ppm. 33% less 
emissions than the SCAQMD limitations 
of 20ppm NOx.

Ultra Low Nox

Combined with a unique negative 
pressure Venturi gas valve, the 
NCC199CDV is Energy Star certifi ed & 
features an ultra-effi cient 0.96 UEF.

Pre-Mix Burner

Model NCC199CDV

Min. / Max. BTU 18K - 199,900 BTUh

Capacity Range 0.5 - 11.1 GPM (30ºF Rise)

Weight 70 lbs.

UEF 0.96

Connection 
Sizes

Water Inlet NPT 3/4”

Hot Water Outlet NPT 3/4”

Gas Inlet NPT 3/4”

Condensate Drain NPT 1/2”

Water Holding Capacity 0.82 Gallon (3.1 L)

Temperature 
Settings

ºF Mode 100-150º (In 5º F Intervals)
160º F, 170º F, 185º F (14 Options)

ºC Mode 37-48º C (In 1ºC intervals), 50-85ºC
(In 5º intervals) (20 options)

Operating Pressure
15-150 psi 

(Recommended 50 to 80 psi for maximum 
performance)

Included Accessories Remote controller, remote controller cord, 
anchoring screws, wall mounting bracket
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Redesigned with lower center of 
gravity for increased stability and 
easier transportation.

New Low Profi le Design

The redesigned wall mounted option 
allows for more space savings 
without sacrifi cing performance.

New Wall Mount Option

Pre-piped condensate manifold and 
condensate line along with pre-wiring 
required for multi-systems reduces 
installation time.

Reduced Install Time

Built-in non-return valve allows for 
common venting up to 6 units on a 
single manifold without the need for 
external accessories.

Simplifi ed Venting

Standardized water and gas lines 
allow easy connection of multiple 
rack systems in-line.

Easy Scalability

Hot Water Supply Capacity

Item Number Heater Qty Heater 
Confi guration

Min BTU/hr
Input Max BTU Input

Hot Water Capacity (GPM)

50º 60º 70º 80º 90º 100º 110º

CR60-WH-2-LP
2 Wall Hanging 

In-Series 18,000 399,800 15.7 13.1 11.2 9.8 8.7 7.8 7.1
CR60-WH-2-NG

CR60-WH-3-LP
3 Wall Hanging 

In-Series 18,000 599,700 23.5 19.6 16.8 14.7 13.1 11.8 10.7
CR60-WH-3-NG

CR60-FS-3-LP
3 Free Standing 18,000 599,700 23.5 19.6 16.8 14.7 13.1 11.8 10.7

CR60-FS-3-NG

CR60-FS-4-LP
4 Free Standing

2x2 Back to Back 18,000 799,600 31.3 26.1 22.4 19.6 17.4 15.7 14.2
CR60-FS-4-NG

CR60-FS-5-LP
5 Free Standing 3x2 Back 

to Back 18,000 999,500 39.2 32.7 28.0 24.5 21.8 19.6 17.8
CR60-FS-5-NG

CR60-FS-6-LP
6 Free Standing

3x3 Back to Back 18,000 1,199,400 47.0 39.2 33.6 29.4 26.1 23.5 21.4
CR60-FS-6-NG

Item 
Number

Rack 
Type UPC

Included Main 
Components

Cold / Hot Water & 
Gas Manifold

Rack 
Dimensions

Weight 
(lbs)GQ-

C3260WZ-
FF US

SC-401-6M Cold Hot
Condensate 

Drain
Manifold

Gas
 Manifolds L D H

CR60-WH-2-LP 2 Unit Wall Hanging, LP 860003319932
2 1 2” 2” 3/4” 2” 54 1/4” 17” 44” 259

CR60-WH-2-NG 2 Unit Wall Hanging, NG 860003319949

CR60-WH-3-LP 3 Unit Wall Hanging, LP 860003319956
3 1 2” 2” 3/4” 2” 78” 17” 44” 386

CR60-WH-3-NG 3 Unit Wall Hanging, NG 860003319963

CR60-FS-3-LP 3 Unit Free Standing, LP 850018743556
3 1 2” 2” 3/4” 2” 52 1/4” 30” 56 3/4” 386

CR60-FS-3-NG 3 Unit Free Standing, NG 850018743549

CR60-FS-4-LP 4 Unit Free Standing, LP 860003319970
4 1 2” 2” 3/4” 2” 54 1/4” 30” 56 3/4” 444

CR60-FS-4-NG 4 Unit Free Standing, NG 860003319987

CR60-FS-5-LP 5 Unit Free Standing, LP 850018743099
5 1 2” 2” 3/4” 2” 78” 30” 56 3/4” 560

CR60-FS-5-NG 5 Unit Free Standing, NG 850018743082

CR60-FS-6-LP 6 Unit Free Standing, LP 817000013752
6 1 2” 2” 3/4” 2” 78” 30” 56 3/4” 641

CR60-FS-6-NG 6 Unit Free Standing, NG 860003319994

Commercial Rack System Dimensions

Item 
Number

Rack 
Type UPC

Included Main 
Components

Cold / Hot Water & 
Gas Manifold

Rack 
Dimensions

Weight 
(lbs)GQ-

C3260WZ-
FF US

SC-401-6M Cold Hot
Condensate 

Drain
Manifold

Gas
 Manifolds L D H

CR60-WH-2-LP-CA 2 Unit Wall Hanging, LP 850018743365
2 1 2” 2” 3/4” 2” 54 1/4” 17” 44” 259

CR60-WH-2-NG-CA 2 Unit Wall Hanging, NG 850018743358

CR60-WH-3-LP-CA 3 Unit Wall Hanging, LP 850018743389
3 1 2” 2” 3/4” 2” 78” 17” 44” 386

CR60-WH-3-NG-CA 3 Unit Wall Hanging, NG 850018743372

CR60-FS-3-LP-CA 3 Unit Free Standing, LP 850018743570
3 1 2” 2” 3/4” 2” 52 1/4” 30” 56 3/4” 386

CR60-FS-3-NG-CA 3 Unit Free Standing, NG 850018743563

CR60-FS-4-LP-CA 4 Unit Free Standing, LP 850018743402
4 1 2” 2” 3/4” 2” 54 1/4” 30” 56 3/4” 444

CR60-FS-4-NG-CA 4 Unit Free Standing, NG 850018743396

CR60-FS-5-LP-CA 5 Unit Floor Mount, LP 850018743426
5 1 2” 2” 3/4” 2” 78” 30” 56 3/4” 560

CR60-FS-5-NG-CA 5 Unit Floor Mount, NG 850018743419

CR60-FS-6-LP-CA 6 Unit Free Standing, LP 850018743440
6 1 2” 2” 3/4” 2” 78” 30” 56 3/4” 641

CR60-FS-6-NG-CA 6 Unit Free Standing, NG 850018743433

CA Update Commercial Rack System Dimensions

CR60-CA

The updated CR system update 
comes with a redesigned gas 
header with built-in gas sediment 
traps and an additional shutoff 
valve, simplifying both installation 
and service. 

2020 CA System Update

Our wall hanging rack allows installers 
to accommodate for existing conduit 
and piping without interference, 
reducing additional installation time. 

WH-3

Wall Hanging Rack

Noritz CR60 Wheel Kit is designed 
to simplify logistics of moving 
all Noritz Commercial Racks 
confi gurations from the crate to 
the mechanical room. 

CR60-WK

CR60 Wheel Kit
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Model EZ111DV NRCR111DV NRC111DV NRC111OD EZ98DV NRCR92DV

GQ Reference Number GQ-C3260WX-FF US GQ-C3260WXQ-FF US GQ-C3257WX-FF US GQ-C3257WX US GQ-C2860WX-FF US GQ-C2660WXQ-FF US

Vent Type Versatile Venting Versatile Venting DV OD Versatile Venting Versatile Venting

SV Conversion Yes Yes Yes N/A Yes Yes

Dimensions (Inches) 27” x 18.5” x 14.1” 27” x 18.5” x 14.1” 24.2” x 18.3” x 9.4” 24.2” x 18.3” x 9.4” 27” x 18.5” x 14.1” 27” x 18.5” x 14.1”

Weight (lbs) 70 lbs. 73 lbs. 68 lbs. 66 lbs. 70 lbs. 73 lbs.

Min./Max. BTUh 18,000 - 199,900 18,000 - 199,900 16,000-199,900 16,000-199,900 18,000 - 180,000 18,000 - 165,000

UEF 0.96 0.96 0.91 0.91 0.96 0.95

Max. Hot Water 
Capacity

35°F Rise: 11.1 GPM 35°F Rise: 9.8 GPM 35°F Rise: 9.2 GPM

Water Inlet 3/4” 3/4” (1/2” up to 60 ft.)

Hot Water Outlet 3/4” 3/4” (1/2” up to 60 ft.)

Gas Inlet
(1/2 in. capable)

3/4” (1/2 in. up to 40 ft.) 3/4” (1/2 in. up to 50 ft.) 3/4” (1/2” up to 60 ft.)

Temp. Settings 100-140°F (In 5° intervals)

Default Temp. Option N/A 120, 125, 130, 140ºF N/A

Warranty
25 YEAR HEAT EXCHANGER, 
5 year warranty on parts & 

1 year reasonable labor

15 YEAR HEAT EXCHANGER, 
5 year warranty on parts & 

1 year reasonable labor

12 year warranty on heat exchanger, 5 year warranty on 
parts & 1 year reasonable labor (Residential Installs)

25 YEAR HEAT EXCHANGER, 
5 year warranty on parts & 

1 year reasonable labor

15 YEAR HEAT EXCHANGER, 
5 year warranty on parts & 

1 year reasonable labor

Ultra Low NOx Yes

Quick Connect Yes

Remote Included Yes

Min/Max Flow rate 0.5 GPM / 11.1 GPM 0.5 GPM / 11.1 GPM 0.5 GPM / 11.1 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 9.2 GPM

Wifi  Compatible Yes

High Altitude Approved Up to 10,000 ft. Up to 8,000 ft. Up to 10,000 ft.

Mobile Home Approved Yes (OD or DV Install Only)

PVC 2" or 3" 2” or 3” 3” or 4” No 2” or 3”

Energy Star Yes

Pump Kit Compatible Yes No Yes No

Venting 2” / 3” PVC Vent
2” Flex Pipe 3” / 4” PVC Vent N/A 2” / 3” PVC Vent

2” Flex Pipe

Residential

Commercial

Hydronic

Model NRC98DV NRC98OD NRC71DV NRC71OD NRC66DV NRC66OD

GQ Reference Number GQ-C2857WS-FF US GQ-C2857WS US N/A N/A N/A N/A

Vent Type DV OD DV OD DV OD

SV Conversion Yes N/A Yes N/A Yes N/A

Dimensions (Inches) 24.2” x 18.3” x 9.4” 24.2” x 18.3” x 9.4” 23.6” x 13.8” x 6.7” 20.5” x 13.8” x 6.7” 23.6” x 13.8” x 6.7” 20.5” x 13.8” x 6.7”

Weight (lbs) 58 lbs. 57 lbs. 41 lbs. 40 lbs. 39 lbs. 36 lbs.

Min./Max. BTUh 16,000 - 180,000 16,000 - 180,000 15,000 - 157,000 15,000 - 157,000 15,000-120,000 15,000-120,000

UEF 0.91 0.92 0.89 0.89 0.89 0.89

Max. Hot Water 
Capacity

35°F Rise: 9.8 GPM 35°F Rise: 9.8 GPM 30°F Rise: 7.1 GPM 30°F Rise: 7.1 GPM 30°F Rise: 6.6 GPM 30°F Rise: 6.6 GPM

Water Inlet 3/4”     

Hot Water Outlet 3/4”

Gas Inlet (1/2 in. 
capable)

3/4” (1/2 in. up to 50ft) 3/4” (1/2 in. up to 70ft) 1/2” (1/2 in. up to 100 ft) 1/2” (1/2 in. up to 100 ft)

Temp. Settings 115-140°F (In 5° Intervals)

Default Temp. Option 120, 125, 130, 140°F 120, 130, 135, 140°F 120, 130, 135, 140ºF 120, 130, 135, 140ºF

Warranty 12 year warranty on heat exchanger, 
5 year warranty on parts & 1 year reasonable labor (Residential Installs)

Ultra Low NOx Yes

Quick Connect Yes No

Remote Included Yes Digital Display

Min/Max Flow rate 0.5 GPM / 9.8 GPM 0.5 GPM / 7.1 GPM 0.5 GPM / 7.1 GPM 0.5 GPM / 6.6 GPM 0.5 GPM / 6.6 GPM

Wifi  Compatible Yes

High Altitude Approved Up to 8,000 ft.

Mobile Home Approved Yes (OD or DV Install Only)

PVC 3” or 4” No 3" No 3" No

Energy Star Yes

Pump Kit Compatible Yes No

Venting 3” / 4” PVC Vent N/A 3” PVC Vent N/A 3” PVC Vent N/A
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NR

Model NR98DVC NR98SV NR98OD NR83DVC NR83OD NR66OD NR50OD

GQ Reference 
Number

GQ-2857WX-FFA US GQ-2857WX-F US GQ-2857WX US GQ-2457WS-FFA US GQ-2457WS US N/A N/A

Vent Type DVC SV OD DVC OD OD OD

SV Conversion N/A

Dimensions (Inches) 23.6” x 13.8” x 9.4” 23.6” x 13.8” x 9.4” 23.6” x 13.8” x 9.4” 23.6” x 13.8” x 9.4” 23.6” x 13.8” x 9.4” 20.5” x 13.8” x 6.7” 20.5” x 13.8” x 6.7”

Weight (lbs) 58 lbs. 54 lbs. 49 lbs. 45 lbs. 35 lbs. 32 lbs.

Min./Max. BTUh 16,000 - 199,900 18,000 -180,000 15,000-140,000 15,000-120,000

UEF 0.82

Max. Hot Water 
Capacity 45°F Rise: 7.5 GPM 30°F Rise: 8.3 GPM 30°F Rise:

 6.6 GPM
30°F Rise:
5.0 GPM

Water Inlet 3/4”

Hot Water Outlet 3/4”

Gas Inlet (1/2 in. 
capable) 3/4” (1/2” up to 40ft) 3/4” (1/2” up to 50ft) 3/4” 

(1/2” up to 80ft)
1/2” 

(1/2” up to 100ft)

Temp. Settings
100-140°F 

(In 5° Intervals)
115-140°F 

(In 5° Intervals)

Default Temp. Option 120, 125, 130, 140°F 120, 130, 135, 140°F

Warranty 12 year warranty on heat exchanger, 5 year warranty on parts & 1 year reasonable labor* (Residential Installs)

Ultra Low NOx Yes

Quick Connect Yes No No

Remote Included Yes Digital Display

Min/Max Flow rate 0.5 GPM / 9.8 GPM 0.5 GPM / 8.3 GPM 0.5 GPM / 6.6 GPM 0.5 GPM / 5.0 GPM

Wifi  Compatible Yes

High Altitude 
Approved Up to 8,000 ft.

Mobile Home 
Approved Yes No Yes

PVC No

Energy Star No

Bundle Kit Yes No Yes No No

Pump Kit 
Compatible Yes No

NC
NCC

Condensing Non-Condensing

Model NCC300OD NCC300DV NCC199CDV NC380SV NC199DVC NC199OD

GQ Reference Number GQ-C5032WZ US GQ-C5032WZ-FF US GQ-C3260WZ-FF US N/A GQ-2857WZ-FFA US GQ-2857WZ US

SV Conversion N/A Yes Yes No N/A N/A

Vent Type OD DV DV / OD SV DVC OD

Dimensions (Inches) 32.7” x 18.9” x 14.2” 32.7” x 18.9” x 14.2” 27.0” x 18.5” x 14.1” 29.7” x 19.1” x 11.8” 23.6” x 13.8” x 11.0” 23.6” x 13.8” x 9.4”

Weight (lbs) 108 lbs. 70 lbs. 106 lbs. 58 lbs. 54 lbs.

Min./Max. BTUh 15,000 - 300,000** 18,000 - 199,900 22,500 - 380,000** 16,000 - 199,900

Thermal Effi  ciency 
/ UEF 97% 0.96 UEF NG: 80%

LP: 81% 0.82 UEF

Max. Hot Water 
Capacity

35°F Rise: 
13.2 GPM

35°F Rise: 
11.1 GPM

35°F Rise: 
13.2 GPM

35°F Rise: 
9.8 GPM

Water Inlet 1” 3/4” 1” 3/4” 3/4”

Hot Water Outlet 1” 3/4” 1” 3/4” 3/4”

Gas Inlet (1/2 in. 
capable) 3/4” 3/4” 3/4” 3/4” 3/4”

Temp. Settings 100-150°F (In 5°F Intervals), 160, 170, 185° F
100-150°F (In 5°F 

Intervals), 160, 170, 
180°F

100-150°F (In 5° F Intervals), 160, 170, 185° 
F

Default Temp. Option N/A 120, 130, 140, 
180°F 120, 130, 140, 185°F

Warranty
5 year warranty on heat exchanger, 5-year war-

ranty on parts & 1-year reasonable labor*

10 year warranty on 
heat exchanger, 5 year 

warranty on parts & 1 year 
reasonable labor*

5 year warranty on heat exchanger, 5 year warranty on parts 
& 1 year reasonable labor*

Ultra Low NOx Yes No Yes

Quick Connect Yes

Remote Included Yes

Min/Max Flow rate 0.5 GPM / 13.2 GPM 0.5 GPM / 11.1 GPM 0.7 GPM / 13.2 GPM 0.5 GPM / 9.8 GPM

High Altitude 
Approved Up to 4,500 ft. Up to 10,000 ft.  Up to 8,000 ft.

Wifi  Compatible Yes

Common Vent 
Capable No Up to 6 Units No

Commercial 
Energy Star Yes No

PVC No Yes No

ASME No*** No Yes No

Residential

Commercial

Hydronic
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Commercial Residential

Condensing Non-Condensing Condensing Non-Condensing

Temp Rise 
(F°) NCC300 NCC199CDV NC380 NC199 EZ111 NRCR111 NRC111 EZ98 NRC98 NRCR92 NRC71

NRC66
NRC63-FSV

NR98 NR83 NR66 NR50

30 13.2 11.1 13.2 9.8 11.1 11.1 11.1 9.8 9.8 9.2 7.1 6.6 9.8 8.3 6.6 5.0

35 13.2 11.1 13.2 9.6 11.1 11.1 10.9 9.8 9.6 9.2 7.1 6.4 9.6 8.3 6.6 5.0

40 13.2 9.8 13.2 8.4 9.8 9.7 9.3 8.6 8.4 8 7.1 5.5 8.4 7.6 5.8 5.0

45 12.4 8.7 13.2 7.5 8.7 8.6 8.4 7.6 7.4 7.1 6.5 4.9 7.5 6.7 5.3 4.2

50 11.6 7.8 12.2 6.7 7.8 7.8 7.4 6.9 6.7 6.4 5.8 4.4 6.7 6.1 4.6 3.9

55 10.6 7.1 11.1 6.1 7.1 7.1 6.9 6.3 6.1 5.8 5.3 4.1 6.1 5.5 4.3 3.7

60 9.7 6.5 10.1 5.6 6.5 6.5 6.2 5.7 5.6 5.3 4.9 3.7 5.6 5.0 3.8 3.3

65 9.0 6.0 9.4 5.2 6.0 6 5.8 5.3 5.2 4.9 4.5 3.4 5.2 4.7 3.6 3.1

70 8.3 5.6 8.7 4.8 5.6 5.5 5.3 4.9 4.8 4.6 4.2 3.2 4.8 4.3 3.3 2.8

75 7.8 5.2 8.1 4.5 5.2 5.2 5.1 4.6 4.5 4.3 3.9 3.0 4.5 4.0 3.1 2.7

80 7.3 4.9 7.6 4.2 4.9 4.8 4.6 4.4 4.2 4 3.7 2.8 4.2 3.8 2.9 2.5

85 6.8 4.6 7.2 4.0 4.6 4.6 4.5 4.1 3.9 3.8 3.4 2.6 4.0 3.6 2.8 2.4

90 6.5 4.4 6.8 3.7 4.4 4.3 4.1 3.8 3.7 3.6 3.2 2.5 3.7 3.4 2.6 2.2

95 6.1 4.1 6.4 3.5 4.1 4.1 4.0 3.6 3.5 3.4 3.1 2.3 3.5 3.2 2.5 2.1

100 5.8 3.9 6.1 3.4 3.9 3.9 3.7 3.4 3.4 3.2 2.9 2.2 3.4 3.0 2.3 2.0

Boilers

Temp Rise (F°) NRCB199 NRCB180

30 11.1 9.8

35 10.8 9.8

40 9.5 8.5

45 8.4 7.5

50 7.6 6.8

55 6.9 6.2

60 6.3 5.7

65 5.8 5.3

70 5.4 4.9

75 5.0 4.6

80 4.7 4.3

85 4.4 4.0

90 4.2 3.8

95 4.0 3.6

100 3.8 3.4

Length (including fittings)

Pipe Size
10’ 20’ 30’ 40’ 50’ 60’ 70’ 80’ 90’ 100’ 125’

3m 6m 9m 12m 15m 18m 21m 24m 27m 30m 38m

3/4” 360 247 199 170 151 137 126 117 110 104 92

1” 678 466 374 320 284 257 237 220 207 195 173

1 1/4” 1,390 957 768 657 583 528 486 452 424 400 355

1 1/2” 2,090 1,430 1,150 985 873 791 728 677 635 600 532

2” 4,020 2,760 2,220 1,900 1,680 1,520 1,400 1,300 1,220 1,160 1,020

2 1/2” 6,400 4,400 3,530 3,020 2,680 2,430 2,230 2,080 1,950 1,840 1,630

3” 11,300 7,780 6,250 5,350 4,740 4,290 3,950 3,670 3,450 3,260 2,890

4” 23,100 15,900 12,700 10,900 9,660 8,760 8,050 7,490 7,030 6,640 5,890

Length (including fittings)

Pipe Size
10’ 20’ 30’ 40’ 50’ 60’ 70’ 80’ 90’ 100’ 125’

3m 6m 9m 12m 15m 18m 21m 24m 27m 30m 38m

1/2” 454 312 250 214 190 172 158 147 138 131 116

3/4” 949 652 524 448 397 360 331 308 289 273 242

1” 1,787 1,228 986 844 748 678 624 580 544 514 456

1 1/4” 3,669 2,552 2,025 1,733 1,536 1,392 1,280 1,191 1,118 1,056 936

1 1/2” 5,497 3,778 3,034 2,597 2,302 2,085 1,919 1,785 1,675 1,582 1,402

2” 10,588 7,277 5,844 5,001 4,433 4,016 3,695 3,437 3,225 3,046 2,700

2 1/2” 16,875 11,598 9,314 7,971 7,065 6,401 5,889 5,479 1,540 4,856 4,303

3” 29,832 20,503 16,465 14,092 12,489 11,316 10,411 9,865 9,087 8,584 7,608

4” 43,678 30,020 24,107 20,632 18,286 16,569 15,243 14,181 13,305 12,568 11,139

Length (including fittings)

Pipe Size
10’ 20’ 30’ 40’ 50’ 60’ 80’ 100’ 125’ 150’ 175’ 200’

3m 6m 9m 12m 15m 18m 24m 30m 38m 45m 53m 60m

1/2” 291   200 160 137 122 110 101 94 89 84 74 67

3/4” 608 418 336 287 255 231 212 197 185 175 155 140

1” 1,150 787 632 541 480 434 400 372 349 330 292 265

1 1/4” 2,350 1,620 1,300 1,110 985 892 821 763 716 677 600 543

1 1/2” 3,520 2,420 1,940 1,660 1,480 1,340 1,230 1,140 1,070 1,010 899 814

2”     6,790 4,660 3,750 3,210 2,840 2,570 2,370 2,200 2,070 1,950 1,730 1,570

Venting 
Type

Residential Models Commercial Models

NR83 NR98 NRC66 NRC71 NRC98 NRC111 EZTR40 EZ98
EZ111 NRCB NRCR NCC199 NC199 NCC300 NC380

DVC DVC SV DV DV DV DV SVF DV DV DV CDV DVC DV SV

4” CAT III Vent ✓
5” CAT III Vent ✓ ✓

Concentric SS Vent ✓ ✓ ✓
2” Flex Pipe ✓ ✓ ✓
2” PVC Vent ✓ ✓ ✓ ✓
3” PVC Vent ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓
4” PVC Vent ✓ ✓ ✓

MODEL Summer Water Supply (70°f) Winter Water Supply (45°f)

NC380 

NRCR111,NRC111, 
NCC199, EZ111, 
NRCB199

NRC98, NR98, NC199, 
EZ98, NRCB180

NR83

NRCR92,NRC71

NR50

NR66, EZTR40

5.3 Showers
At 13.2 Gpm

5.3 Showers
At 13.2 GPM

3.5 Showers
At 8.75 GPM

4.2 Showers
At 10.4 GPM

2.5 Showers
At 6.2 GPM

4.1 Showers
At 10.6 GPM

3.7 Showers
At 9.2 GPM

3.3 Showers
At 8.1 GPM

3.1 Showers
At 7.8 GPM

2.6 Showers
At 6.6 GPM

2.0 Showers
At 5.0 GPM

2.2 Showers
At 5.6 GPM

2.0 Showers
At 5.0 GPM

2.0 Showers
At 4.8 GPM

1.5 Showers
At 3.8 GPM

1 Shower
At 3.3 GPM

NCC300 
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WLB Wireless Push Button Kit. 
(Includes 1 receiver and 2 transmitters)

1

SS-HB-3 Water treatement for all residential 
models and combi models w/ 1 unit

1

IK-WV-200-3-SW-LF Lead free 3/4” sweat iso valve 
kit w/ male 500K BTUh pressure 
relief valve

1

HBC-3 Replacement cartridge for SS-HB-31

IK-WV-200-3-TH-LF Lead free 3/4” threaded iso valve 
kit w/ male 500K BTUh pressure 
relief valve

1

IK-WV-300-1-SW-LF Lead free 1” sweat iso valve kit 
with male 500K BTUh Pressure 
Relief Valve for NC380 & NCC300

1

IK-WV-300-1-TH-LF Lead Free 1” threaded iso valve kit 
with male 500K BTUh; Pressure 
Relief Valve for NC380 & NCC300

1

WLB-ET Additional transmitter for WLB  
on-demand button kit.
(WLB Required; Sold Separately)

1

RPK-EXT* External recirculation pump kit 
with remote2 (Condensing / Non-
Condensing)1

1

WLB-MS Wireless Motion Sensor 
(WLB Required; Sold Separately)

1

Accessories Part #

Residential Models Commercial Models

EZ 
Series 
(GQ60)

NR50 NR66 NR83 NR98 NRC66 NRC71 NRC98 NRC111 NRCR NRCB EZTR40 NCC300 NCC199 
(GQ60) NC199 NC380

DV OD OD DVC OD DVC SV OD DV OD DV OD DV OD DV OD DV DV SVF DV OD CDV DVC OD SD

RC Outdoor Junction 
Box

0700757 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Universal Concentric 
Vent Termination Kit PVC-UCVK ✓ ✓ ✓ ✓

Low Profi le Vent (2”) PVC-2LPT ✓ ✓ ✓ ✓

Low Profi le Vent (3”) PVC-3LPT ✓ ✓ ✓ ✓

Crossover Valve 
Bypass Kit CSV-BPK ✓

Crossover Valve cCS-V ✓

Lead-Free Isolation 
Valve Kit

IK-WV-200-3-SW-LF ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓
IK-WV-200-3-TH-LF ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓
IK-WV-300-1-SW-LF ✓ ✓ ✓
IK-WV-300-1-TH-LF ✓ ✓ ✓

Multi-Rack System MR-2 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Condensate 
Neutralizer Kit

NC-1W ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓
NT20A ✓ ✓ ✓

Pipe Cover

PC-1S ✓ ✓ ✓ ✓
PC-2S ✓ ✓

PC-2S-GRY ✓
PC-3S ✓ ✓

PC-4S-SUS ✓
PC-5S ✓ ✓

PC-5S-GRY ✓
PC-7S ✓

PC-10S ✓ ✓ ✓

Quick Connect 
Cable2

QC-1 ✓
QC-2 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Recess Box

RB-510 ✓ ✓ ✓ ✓
RB-700-1 ✓ ✓ ✓
RB-900-1 ✓ ✓

Remote Controller

RC-7651M ✓1,3 ✓3 ✓3 ✓1,3 ✓1,3 ✓1,3 ✓1,3 ✓1,3 ✓3 ✓3 ✓3 ✓3 ✓1,3 ✓1,3 ✓1,3 ✓1,3 ✓1,3 ✓3

RC-9018M ✓3 ✓1,3 ✓1,3 ✓1,3 ✓1,3 ✓1,3

QMEJ007 ✓1,3

Remote Controller 
Cord

RC-CORD10 ✓1 ✓ ✓ ✓1 ✓1 ✓1 ✓ ✓ ✓ ✓ ✓1 ✓1 ✓1 ✓1 ✓1 ✓ ✓1 ✓1 ✓1 ✓1 ✓1 ✓1

RC-CORD26 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓3 ✓3 ✓3 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

System Controller

SC-401-6M-EXT ✓4 ✓4

SCU-401-24M ✓4 ✓4 ✓4 ✓4

SCU-401-12M ✓4 ✓4 ✓4 ✓4

SC-401-6M ✓4 ✓4 ✓4 ✓4

SC-401-6M-WIFI ✓4 ✓4 ✓4

SCU-401-12M-WIFI ✓4 ✓4 ✓4

SCU-401-24M-WIFI ✓4 ✓4 ✓4

Building 
Management System

BMS1-SC-401-6M ✓ ✓ ✓ ✓ ✓ ✓

EZTR Optional 
Diff user Kit

EZ2-DK ✓ ✓ ✓

Manifold Kit MK-NRCB-1 ✓
Wireless Push 

Button Kit
WLB ✓

Motion Sensor WLB-MS ✓3

Extra Transmitter 
for WLB

WLB-ET ✓3

Scale Shield 
Water Treatment SS-HB-3 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Replacement Cartridge 
for SS-HB-3 HBC-3 ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

2” SV Conversion Kit SV-CK-2-1 ✓3 ✓3 ✓3 ✓3

3” SV Conversion Kit SV-CK-3-1 ✓3 ✓3 ✓3 ✓3

4” DV to SV 
Conversion Kit SV-CK-4 ✓3

Wireless Adapter NWC-ADAPTER ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓
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NC-1W Residential condensate neutralizer 
kit for NRC111, NRC98, NRC711, 
NRC66, EZTR40, EZ98, EZ111, 
NRCB, and NRCR

1

QC-1 Quick connect cable for NC38011

PC-1S Pipe Cover 
(NRC66, NRC71, NR50, NR66)

1

SC-401-6M System controller for up to 6 units for 
the NCC199, NCC300 & NC380 series1

MR-2 Commercial multi-rack 
system1

1

NT20A Commercial condensate 
neutralizer kit for NC199, 
NCC199CDV, and NCC300 series

1

QC-2
Quick connect cable (NR83, NR98, 
NRC111, NRC98, NCC199, NC199, 
EZ98, EZ111, NCC300, NRCR)1

1

PC-2S Pipe Cover 
(NR98SV/OD, NR83OD)

1

SCU-401-12M System controller for up to 12 units for 
the NCC199, NCC300 & NC380 series1

PC-3S Pipe cover 
(NRC98DV/OD & NRC111DV/OD)

1

SC-401-6M-EXT System controller for up to 6 units 
for the NC1991

PC-5S-GRY Stone gray pipe cover for NC199DVC1

PC-2S-GRY Stone gray pipe cover for NC199OD1

SCU-401-24M System controller for up to 24 units for 
the NCC199, NCC300, & NC380 series1

PC-5S Pipe cover for NR98DVC & NR83DVC1

PC-4S-SUS Stainless Steel PC for NC380SV1

PC-7S Pipe cover for NCC300 OD/DV1

PC-10S Pipe cover for NRCR, EZ Series 
(GQ60 Models), and NCC199CDV 
(GQ60 Model)

1
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PVC-2CT 2” PVC Concentric Termination 41” 7.38” 3.5”1

PVT-HL2 2” PVC2 7.5” 2.0”6

PVT-HL1 3” PVC 7.5” 2.0”6

PVT-HL1 4” PVC 7.5” 2.0”6

48” 8.75” 4.5”PVC-3CT 3” PVC Concentric Termination1

Model Number Description L1 L2Qty Model Number Description L1 L2Qty

L2

L1

L1

L2

VT2-PVCS 2” Polypropylene (White) 2” 3”1

2.8” 3”VT3-PVCS 3” Stainless Steel1

4.5” 3”VT4-PVCS 4” Stainless Steel1

Model Number Description L1 L2Qty

SV-CKM-23 2” or 3” (Screen Only)1

Model Number DescriptionQty

CR3-PVC 3” Cosmetic ring for PVC1

CR4-PVC 4” Cosmetic ring for PVC1

Model Number DescriptionQty

Cosmetic Ring

CR#-PVC
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4” SUS For NR98SV

5” SUS For NC380 Series

Concentric SUS For DVC Series

L1

L2

L1

L1L2

L2

VP4-6STR 4” SUS 2.1” 6”6

VP4-9.4ADJ 4” SUS 2.1” 6”6

VP4-12STR 4” SUS 2.1” 12”6

VP4-13.4ADJ 4” SUS 2.1” 12”6

VP5-12STR 5” SUS 2.7” 12”6

VP5-21.4ADJ 5” SUS 2.7” 12”6

VP4-24STR 4” SUS 2.1” 24”6

VP4-21.4ADJ 4” SUS 2.1” 24”6

VP5-24STR 5” SUS 2.7” 24”6

VP4-36STR 4” SUS 2.1” 36”6

VP4-60ADJ 4” SUS 2.1” 36”6

VP5-36STR 5” SUS 2.7” 36”6

VP4-48STR 4” SUS 2.1” 48”6

VP5-9.4ADJ 5” SUS 2.7” 48”6

VP5-48STR 5” SUS 2.7” 48”6

VP5-6STR 5” SUS 2.7” 6”6

VP5-13.4ADJ 5” SUS 2.7” 6”6

Model Number Venting Series L1 L2Qty

Model Number Venting Series L1 L2Qty

VK4-PVC2SUS Convert from 4” for PVC to 
4” single-wall stainless steel 
venting

1

PVC4XVP5-ADAPT 4” for PVC to 5” stainless steel 
vent adapter (NCC300)

1

Model Number DescriptionQty

1.5” Stucco Key for 4” only

VP4-ADAPT1 4” SUS6 1.2” 4.9”

Model Number Venting SeriesQty L1 L2

L2L1

Integral Spacer9.2” (Max)
4.7” (Min)

Adjustable Vent

L1

L2

6”

L2

L1
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L1

L2

Dia.

L1

L2

4” SUS For NR98 

5” SUS For NC380 Series

Concentric SUS For DVC Series

L1 L2

L1

4” SUS For NR98 

5” SUS For NC380 Series

Concentric SUS For DVC Series

CR4-SUS 4” SUS 7.2” 4.3”1 FS4 4” SUS 18” 4.4”6

5.4”9.9”CR5-SUS Concentric and 5” SUS1 5.4”20.4”FS5 5” SUS6

Model Number Venting Series L1 L2Qty Model Number Venting Series L1 L2Qty

BG-DVC-H Concentric SUS Horizontal1 FP-5-OUT Concentric SUS 6.7” 8.7”1

SS4-1 1” 5.7” 4.7”5 Sets

Concentric SUS Vertical1BG-DVC-V

4.7”5 SetsSS4-2 2” 6.6”

4.7”5 SetsSS4-4 4” 8.7”

4.7”5 SetsSS4-6 6” 10.7”

Model Number Venting Series DescriptionQty Model Number Venting Series L1 L2Qty

Model Number Clearance L1 L2Qty

L2

L1
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Vertical Kit
CVK-V-1-F
(0-45 Degrees)

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9
10

S-12Screw set
Concentric vent pipe, male to male CVP-ADAPT-M2M

DescriptionPCS

*Additional vent
pieces can be used 
to increase the
vertical and wall
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

SV

Vertical Kit
CVK-V-1-F
(0-45 Degrees)

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9
10

S-12Screw set
Concentric vent pipe, male to male CVP-ADAPT-M2M

DescriptionPCS

*Additional vent
pieces can be used 
to increase the
vertical and wall
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

SV
Wall Thickness

4.1” - 7.4“

7.4” - 14”

Venting Kit Number
VK4-H-8-1

VK4-H-14-1

Concentric SUS For DVC Series

VK4-V1 4” SUS1

Model Number Venting SeriesQty

Vent Pipe Vertical Kit (Stainless steel single wall)

VK4-V1

1 4.1 - 7.4” Wall thickness
2 7.4 - 14” Wall thickness

4” SUS For NR98 

VK4-H-8-1 4” SUS11

VK4-H-14-1 4” SUS21

Model Number Venting SeriesQty

Vent Pipe Horizontal Kit (Stainless steel single wall)

VK4-H-#-1

CVP-4STR Concentric SUS5 Sets 3.3”

Concentric SUS 11.8”5 SetsCVP-12STR

Concentric SUS 23.6”5 SetsCVP-24STR

Concentric SUS 35.4”5 SetsCVP-36STR

Model Number Venting Series L1Qty
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L2

Concentric SUS For DVC Series

L1

L1L2

L2

CVP-ADAPT-M2M Concentric1 5” 5.5”

CVP-ADAPT-F2F Concentric1 5” 7.5”

Model Number Venting Series L1 L2Qty

Model Number Venting Series L1 L2Qty

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

Vertical Kit
CVK-V-1-F
(0-45 Degrees)

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9
10

S-12Screw set
Concentric vent pipe, male to male CVP-ADAPT-M2M

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

DVC

Vertical Kit
CVK-V-1-F
(0-45 Degrees)

 

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9 S-12Screw set

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the 
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1-F
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

1

2
3

Vertical Kit
CVK-V-1-F
(0-45 Degrees)

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9
10

S-12Screw set
Concentric vent pipe, male to male CVP-ADAPT-M2M

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

DVCDVC
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Cursos en Español Ahora Disponible!
El entrenamiento Residencial R1 es el mejor lugar para comenzar a aprender 
sobre los calentadores de agua sin tanque Noritz

Our ProCard+ users automatically 
place higher in our ‘Find an Installer’ 
page, giving your business more 
leads in your area.

Rise to the Top

With ProCard+, installers receive even 
more qualifi ed leads, thanks to our new 
and improved lead retrieval system. 

Get More Leads

ProCard+ users enjoy access to our 
Business Profi le Plus, a customizable 
profi le page with additional pictures, 
reviews and business information.

Business Profi le 

Gain quick access to customer information 
with customizable questionnaires and 
photo submissions.

Custom 
Prequalifying Questions

Get Listed on our 
Contractor Finder ✔ ✔

Register 
Warranties ✔ ✔

Get Leads ✔ ✔

Advanced 
Business Profi le - ✔

Higher Ranking on 
Contractor Finder - ✔

Improved Lead 
Retrieval System - ✔
Customize 
Prequalifying 
Questions for 
Customers

- ✔

Features & Benefi ts




